
  

GENERAL TECHNICAL DATA

dimensions

designer:
Filip Babiarz, Iwona Żaczek

- height: 51 31/32”
- width: 18 7/64”
- depth: 38 37/64”

weight:

materials:

 

- stainless or carbon steel

- 100 lb
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product:
KANGU bicycle repair station
18.004.1

DESCRIPTION

The bicycle repair station is designed for ad hoc 
repairs and adjustment of bicycles by the user 
himself using the construction of the device as the 
base and tools included in the equipment of the repair 
station. The welded construction is made of 5 mm 
thick carbon steel (ASTM A36), galvanised and 
powder-coated according to RAL, or entirely of 
stainless steel (AISI 304SS) ground.  The station is 
equipped with a bicycle rack made of two stainless 
steel tubes, diameter 42 x 2.6 mm, length 450 mm. 
Part of the tools The tools part and all fastening 
elements (cables) of the station are made of stain-
less steel. 

In accordance with the Polish Law on Copyright and Related Rights of 04.02.1994 (Official Journal of Laws No. 24, item 83, corrected: Journal of Laws No. 43, item 170) and in accordance with the EU copyright legislation including all EU directives and regulations on copyright , Zano 
Mirosław Zarotyński Company, reserves the copyright of drawings, descriptions, 3D models, renderings, graphics, content contained in offers, attachments to offers and all other documents. Its content is the intellectual property of ZANO Miroslaw Zarotinski company. The use of author's 
ideas, solutions, copying, distribution of photos, graphics or fragments of graphics, descriptive texts, for profit, without the permission of the author - ZANO Mirosław Zarotyński company - is prohibited and constitutes a copyright infringement and is punishable.
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4 x nut
M12 Din1587

4 x washer
M12 Din125

4 x Threaded rod
M12x150 DIN 976-1

The bike repair station
Kangu 18.004.1

Steel types:
- Construction steel (ASTM A36) galvanized
  and powder coated according to RAL palette
- Stainless steel (AISI 304SS) brushed

Installation:
Attached by bolts to foundation

100 lb
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SIDE VIEW

TOP VIEW MOUNTING HOLES SPACING

ISOMETRIC VIEW

FRONT VIEW

Ground level

BACK VIEW

Tools - stainless steel:
- screwdriver
- spanners
- allen keys
- chain stripper
- spoke spanner
- T25 star spanner
- 8mm disc brake wedge
- tyre buckets
- hand pump 

Customization:
- logo laser cut
  in steel
- sticker

SIDE VIEW Bicycle holder 
- stainless steel

tool cover plate
made of
stainless steel
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